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Berger Paints Powder Coating 

Brand category: DURABERG 

Product Series: 305 (D5000) 

 

Product Description:  

DURABERG D5000 Range is a series of standard durable polyester powder 
coatings specifically designed in both TGIC free and TGIC based chemistry to apply 
on architectural Aluminium components of interior and exterior application. The 
range of products provide excellent heat resistance, colour and gloss retention 
properties while applying with proper set of equipment. 

  

Physical Properties:  

Chemical Nature: Standard Durable Pure Polyester 

Finish : Texture. Smooth in Glossy/Semi-Glossy/Matt/Metallic 

Particle Size 
Distribution: 

More than 80 microns → Based on nature of finish. 

Less than 32 microns → Based on nature of finish. 

Specific Gravity:  Based on nature of finish. 

Storage: Keep in dry cool condition @ 25oC 

Shelf Life:  
6 months from date of manufacturing when stored in 
sealed carton at 25°C & 50% RH. 

 
Technical Data: 

Aesthetic &  
Mechanical 
Parameters: 

PARAMETERS STANDARD OBSERVATION 

Shade: 
Color computer 

/ Visual 
Close to Standard 

Gloss @ 60° ahead ASTM 523 
Gloss: > 80 GU 
Semi-Gloss: 35 – 80 GU. 
Matt: 20 – 35 GU 

Dry Film thickness: ASTM 1186  60 - 80 microns 

Cross Cut Adhesion: ASTM D 3359 GT = 0 to Pass 

Impact ASTM D 2794 25 -60 KgCm to pass 

Flexibility ASTM D522  5 mm mandrel to pass 

 

Long Term Tests: 

Salt Spray Resistance ASTM B117 
<3 mm corrosion creep from scribe 
after 1000 hours exposure in SST 
cabinet. 

Humidity Resistance IS 101 
No colour change after 1000 hours 
exposure in chamber. 

Xenon Arc Test ASTM 7869 
After 1000 hours exposure, gloss 
retention shall be at least 50% 
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Substrate &  
Pre-treatment: 

Aluminium substrate of AlMg1 – semi hard grade of thickness of 0.8 or 1 mm. 
It is to be ensured of excellent adhesion, the substrate must be thoroughly 
clean, free from grease, oil, rust, mill scale or any other foreign contaminations. 
Cleaning may be carried out either by shot blasting, solvent or chemical 
degreasing and followed by to conduct Chromatization process. 

 

Application: 

Substrate  AlMg1 – semi hard of thickness of 0.8 or 1 mm 

Application system Electrostatic Spray Gun 

Voltage  45 – 90 KV (Based on finish) 

*Curing Schedule 
(EMT) 

200°C/10 - 15 mins. 

*Customised curing scheduled are also honoured. 
 
DURABERG D5000 Series can be applied by Corona electrostatic equipment.   
We recommend: 
− Flat jet spray nozzles or as demanded by the shape & size of the components. 
− Voltage: around 45  - 90 kV based on system 
− Distance gun – part: 20 to 25 cm 
− Slow first passes 
Gas or Diesel fired ovens must be fitted with Heat Exchanger having uniformity of inside temperature.  
To ensure powder homogeneity the powder should only be fed from a fluidization hopper. Direct feeding from 
the powder box is not recommended. 
 
Recycling: Up to (10-20) % (based on the finish e.g., solid colour, metallic etc.) of reclaimed powder. 
 
Safety Precautions: This is for Industrial use only, for relevant safety data sheet please find the MSDS of the 
same product. 
 
 
Disclaimer:  The given data here are based on Berger Test Results and best of our knowledge. In view of many factors that may affect 
processors/applicators’ present system, these data do not relieve processors/applicators from carrying out their own investigations 
and tests to find out suitability for specific purposes. Neither do these data imply any guarantee nor the suitability of the products for 
a specific purpose until the same is being given in writing by us. These are general information only and may change without prior 
intimation from time to time in the light of experience and our policy of continuous product development. 
 

For BERGER PAINTS INDIA LTD.   
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