
Up to 24 months from 
the date of manufacture

Shelf Life

SILK
STUCCO

GlamArt

Product Description
Silk GlamArt Stucco is a premium super quality designer finish paint comprises of 
high percentage of emulsions and special additives to provide stucco finish on the 
wall with excellent wash ability.

Usage Areas
Interior Puttied/POP/Wooden surfaces

Surface dry:  20 minutes
Hard dry:  8 hours

Drying Time

No dilution required

Dilution Ratio

Safety Norms:
• Stir well and strain before use.
• Do not apply when ambient temperature is below 10oC.
• Recoat and drying of paint are tested at 30+/2 C and 60-65% RH. These may very 

under di�erent conditions.
• Fire Hazard Class: Non-Flammable.
• Tint with Berger Paints colorants only for shades. Colorants addition should be max 

5% by volume.
• Keep the container tightly closed in cool and dry place.
• Please keep it out of reach of children and away from foodstu�.
• In case of contact with eyes, wash immediately with water and seek medical advice.

Directions for Application
Surface Preparation:
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Strip the old paint and loose articles from the surface and wipe down. Apply one 
coat of Berger Sealer and allow to dry for 2 hrs. Apply 2 coats of Silk as base coat 
and allow it to dry for 4 hrs.

Design Application:
To achieve the perfect finish, apply the product in 3 coats using a steel 
trowel.
First coat: Apply the first coat of Silk GlamArt Stucco in such a way as 

to perfect smoothness over the surface. Allow to dry for 6-8 hrs.
Second Coat: Apply a very fine layer of the product so that the surface is perfectly 
smooth but has matt finish. Allow to dry for 3 hrs.
Final Coat: Apply a thin layer of the product with the trowel randomly in different 
directions, smoothening it at the same time with the trowel.
Depending on the tool used and the intensity of the application, a matt, satin or 
gloss finish is achievable.


